
Manufacturer Model Phase 2 Capable
Motorola APX NEXT X
Motorola APX N30 X
Motorola APX N50 X
Motorola APX N70 X
Motorola APX8500 X
Motorola APX8500HP X
Motorola APX8000H X
Motorola APX8000XE X
Motorola APX8000 X
Motorola APX7500 X
Motorola APX7000 X
Motorola APX7000XE X
Motorola APX6500 X
Motorola APX6500LI X
Motorola APX6000 X
Motorola APX6000XE X
Motorola APX6000LI X
Motorola APX4500 X
Motorola APX4000 X
Motorola APX4000LI X
Motorola APX1500 X
Motorola APX2000 X
Motorola APX900 X
Motorola XTS5000
Motorola XTS2500
Motorola XTS1500
Motorola XTL5000
Motorola XTL2500
Motorola XTL1500
EFJohnson Kenwood VP400 X
EFJohnson Kenwood VP600 X
EFJohnson Kenwood VP900 X
EFJohnson Kenwood VM400 X
EFJohnson Kenwood VM600 X
EFJohnson Kenwood VM900 X
EFJohnson Kenwood VP5000 X
EFJohnson Kenwood VP6000 X
EFJohnson Kenwood VM5000 X
EFJohnson Kenwood VM7000 X
L3Harris XL45P X
L3Harris XL95P X
L3Harris XL150P X
L3Harris XL185P X
L3Harris XL185M X



L3Harris XL200P X
L3Harris XL200M X
L3Harris XL400P X

*UCA will only program new  radios onto the system if they: 1) are P25 Pha       
authentication capabilities.



Approval Status and Basis
Approved for All Users - R174-1-603
Approved for All Users (Legacy) - R174-1-599
Approved for All Users (Legacy) - R174-1-600
Approved for All Users (Legacy) - R174-1-601
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
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Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users - R174-1-603
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users (Legacy) - R174-1-602
Approved for All Users - R174-1-603
Approved for All Users - R174-1-603
Approved for All Users - R174-1-603
Approved for All Users - R174-1-603
Approved for All Users - R174-1-603



Approved for All Users - R174-1-603
Approved for All Users - R174-1-603
Approved for All Users - R174-1-603

               ase II/TDMA; and 2) have link layer
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